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Produkteigenschaften
Max. Kabel-Ø 160 mm

Länge 300 mm
Breite 240 mm
Höhe 250 mm
Gewicht 4 kg

Serie -
Artikelnummer P072

Kategorie Werkzeuge

Montageart -
Einsatz -
EAN 4260182061480

Erdkabelrolle stahl

 » Kugelgelagerte Stahlblechrolle
 » Die große Kehlung ermöglicht die sichere Kabelfüh-

rung auch bei unebenem Untergrund
 » Sie laufen wartungsfrei auf schmutz- und staubge-

schützten Lagern
 » Die robusten Stahlgestelle sind verzinkt und garan-

tieren auch bei extremen Beanspruchungen eine 
hohe Lebensdauer

ERDKABELROLLE STAHL

Materialeigenschaften
Material Stahl



Primo GmbH . Wernher-von-Braun-Str. 2 . 84544 Aschau am Inn . Telefon +49 8638 / 88559-200 . Telefax 88559-299 . info@primo-gmbh.com . www.primo-gmbh.com
Alle Angaben ohne Gewähr. Verbesserungen, die dem technischen Fortschritt dienen, behalten wir uns vor.

D
at

a 
sh

ee
t

St
an

d:
07

/2
02

1

Series -

Article No. P072

Category Tools
Type of installation -
Use -
EAN 4260182061480

Ground cable roller, steel

 » Sheet steel roller with ball bearings
 » The large groove enables safe cable routing even on 

uneven surfaces
 » They run maintenance-free on dirt and dust protec-

ted bearings
 » The robust steel frames are galvanized and guaran-

tee a long service life even under extreme loads

GROUND CABLE ROLLER, STEEL

Product features
Max. Cable Ø 160 mm

Length 300 mm
Wide 240 mm
Height 250 mm
Weight 4 kg

Material properties
Material Steel


